
Technical Specifications: 
 
Detector Size: 
14" x 17" (Wireless) 
17" x 17" (Wireless) 
10" x 12" (Wireless) 
Scintillator: 
Cesium-Iodide 
Image Depth: 
16 bit A/D 
Pixel Size: 
175μm 
Resolution: 
1996 x 2434 (14 x 17" Wireless) 
2428 x 2428 (14 x 17" Fixed) 
1404 x 1696 (10 x 12" Wireless) 
Image Preview: 
< 4 seconds 
Cycle Time: 
14"x17" 
Approx. 9.2 sec with a dedicated wired connection and 13.3 sec with a wireless LAN 
connection. 
17"x17" 
Approx. 9.9 sec with a dedicated wired connection and . 15.5 sec with a wireless LAN 
connection. 
10" x 12" 
Approx 7 sec with a dedicated wired connection and 9 sec (wireless with a wireless LAN 
connection.connection) 
Dimensions: 
15.1 x 18.1 x 0.63 (14" x 17" Wireless) 
18.1 x 18.1 x 0.63 (17" x 17" Wired) 
11.1 x 13.1 x 0.63 (10" x 12" Wireless) 
Detector Weight: 
6.4 lbs. (14" x 17" Wireless) 
7.9 lbs. (17" x 17" Wired) 
3.75 lbs. (10" x 12" Wireless) 
 


